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Harvester heads

The right head for the job
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Creating value 
together
The forestry industry supplies valuable materials that 

in the transition from fossil-based materials to more 
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Large trees, crooked 
stems or rugged 
buttresses?
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C CLASS

Innovative feed system

designed for maximum grip without damaging 

Make your 
working day more 

C164

C124
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C CLASS

Read more about our heads at:  

www.komatsuforest.com

Constant Cut for the right 

cutting speed

Spend less time on service

-

Working range – C class

C93 C124 C144 C164

Felling/cutting diameter, max. 600 mm 650 mm 750 mm 830 mm
Delimbing diameter, tip to tip, max. 400 mm 470 mm 530 mm 620 mm
Head opening, max. 550 mm 625 mm 650 mm 750 mm
Recommended working range, 
highest productivity DBH

150–370 mm 180–440 mm 200–500 mm 300–600 mm

C144

C124
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C93

C93 highlights 

•  Three-wheel feed combined with belly 

• Constant Cut 

• 

gentle timber handling 

•  

low-energy consumption

• Felling link with large tilt angle for rapid 

feed start and less strain on frame

• Robust chassis

• Length measurement with high 

measurement accuracy

• Optional multi-tree handling increases 

production capacity

 
for thinning dense forest stands

Working range

Dimensions
A. Feed roller opening, max.  550 mm
B. Opening, front knives, max. 610 mm
C. Opening, front right knife/rear knife 675 mm
D. Width, max.  1,410 mm
E. Height to top knife 1,370 mm
F. Height including rotator  1,530 mm

NB: Refers only to one of several possible dimensional combinations and the head's 
weight is dependent on any optional equipment.

Optional equipment
Standard and extra equipment are market dependent and vary between 
countries. Your sales representative has an up-to-date list of what is 
included.

Technical data
Weight (dry weight) from 995 kg
Feed speed 0–5 m/s
Feed force, gross (engine-dependent) 22.5/28.4 kN
Feed rollers, type  Steel rollers
Delimbing knives, max. number 4
Delimbing diameter, tip to tip 400 mm
Saw bar 75 cm
Saw motor 19 cm³/rev.
Felling/cutting diameter, max. 600 mm

Hydraulic pressure, max. 28 MPa
 

E
F

A
B
C
D

 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 31 33 35
 50 100 150 200 250 300 350 400 450 500 550 600 650 700 750 800 850 900

Possible working range DBH
Recommended working range, highest productivity DBH

600 mm (24") Felling/cutting diameter, max.

400 mm (15.7") Delimbing diameter, tip to tip
550 mm (19.7") Head opening, max.

inches
mm
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C124

C124 highlights 

•  Four-wheel feed combined with two belly 

rollers for high-feed force 

• Constant Cut

• Cast delimbing knives for long service life

• Strong- and robust frame build

• Four movable delimbing knives for reliable 

stem holding

• Length measurement with high 

measurement accuracy

• 

terrain

• Optional multi-tree handling function

• Integrated working lights (option)

 
and versatile

Working range

Dimensions
A. Feed roller opening, max.  670 mm
B. Opening, upper knives, max. 625 mm
C. Opening, lower knives, max. 700 mm
D. Width, max.  1,750 mm
E. Height to vertical knife 1,595 mm
F. Height including rotator  1,780 mm

NB: Refers only to one of several possible dimensional combinations and the head's 
weight is dependent on any optional equipment.

Optional equipment
Standard and extra equipment are market dependent and vary between 
countries. Your sales representative has an up-to-date list of what is 
included.

Technical data
Weight (dry weight) from 1,210 kg
Feed speed 0–5 m/s
Feed force, gross (engine-dependent) 23.7/28.3 kN
Feed rollers, type  Steel
Delimbing knives, total 5
Delimbing diameter, tip to tip 470 mm
Saw bar 75 cm or 82.5 cm
Saw motor 19 cm³/rev.
Felling/cutting diameter, max. 650 mm

Hydraulic pressure, max. 28 MPa

inches
mm

 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 31 33 35
 50 100 150 200 250 300 350 400 450 500 550 600 650 700 750 800 850 900

Possible working range DBH
Recommended working range,highest productivity DBH

650 mm (25.6") Felling/cutting diameter, max.
625 mm (24.6") Head opening, max.

470 mm (18.5") Delimbing diameter, tip to tipC
D

B

A

E F
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C144 highlights 

• Four-wheel feed combined with two belly 

rollers for high feed force 

• Constant Cut

• Find End resets the length measurement 

without needing to cut the stem (option)

• Felling link with large tilt angle for rapid 

feed start and less strain on frame

• Four hydraulic delimbing knives

• Integrated working lights (option)

• Robust chassis

• Length measurement with high 

measurement accuracy

• Multi-tree handling (option)

C144

Working range

 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 31 33 35
 50 100 150 200 250 300 350 400 450 500 550 600 650 700 750 800 850 900

inches
mm

Possible working range DBH
Recommended working range, highest productivity DBH

750 mm (30") Felling/cutting diameter, max.

530 mm (20.9") Delimbing diameter, tip to tip
650 mm (25.6") Head opening, max.

E
F

A

B

C

D

Dimensions
A.  Feed roller opening, max.  750 mm
B.  Opening, front knives, max. 650 mm
C.  Rear knives opening, max. 800 mm
D.  Width, max.  1,823 mm
E.  Height to top knife 1,579 mm
F.  Height including rotator 1,810 mm

NB: Refers only to one of several possible dimensional combinations and the head's 
weight is dependent on any optional equipment.

Optional equipment
Standard and extra equipment are market dependent and vary between 
countries. Your sales representative has an up-to-date list of what is 
included.

Technical data
Weight (dry weight) from 1,407 kg
Feed speed 0–5 m/s, 6.5 m/s
Feed force, gross (engine-dependent) 23.8 / 29.6 kN
Feed rollers, type  Steel
Delimbing knives, max. number 5
Delimbing diameter, tip to tip 530 mm
Saw bar 82.5 / 90 cm
Saw motor 19 cm³/rev.
Felling/cutting diameter, max. 750 mm

Hydraulic pressure, max. 28 MPa
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C164 highlights 

•  Four-wheel feed combined with two belly rollers 

for high-feed force 

• Constant Cut 

• Designed for harvesting large trees, rugged 

buttresses and thick branches

• Adapted for felling large trees with a single cut

• Tilt lock function locks the head at the right angle 

• Find End resets the length measurement 

without needing to cut the stem (option)

• Length measurement with high measurement 

accuracy 

• Integrated working lights (option)

• Movable top knife to follow the stem closely

• Choice of 90 cm or 97 cm bar length

C164

 
with large diameter ranges

Working range

Dimensions
A.  Feed roller opening, max. 850 mm
B. Opening, front knives, max. 750 mm
C.  Rear knives opening, max. 950 mm
D. Width, max.  1,905 mm
E. Height to top knife 1,690 mm
F.  Height including rotator 1,848 mm

NB: Refers only to one of several possible dimensional combinations and the head's 
weight is dependent on any optional equipment.

Optional equipment
Standard and extra equipment are market dependent and vary between 
countries. Your sales representative has an up-to-date list of what is 
included.

Technical data
Weight (dry weight) from 1,672.5 kg
Feed speed 0–5 m/s
Feed force, gross (engine-dependent)  35.4 / 29.6 kN
Feed rollers, type  Finger rollers
Delimbing knives, max. number 5
Delimbing diameter, tip to tip 620 mm
Saw bar 90 / 97 cm 
Saw motor 19 cm³/rev.
Felling/cutting diameter, max. 830 mm

Hydraulic pressure, max. 28 MPa
 

E F

D

B

A

C

inches
mm

 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 31 33 35
 50 100 150 200 250 300 350 400 450 500 550 600 650 700 750 800 850 900

Possible working range DBH
Recommended working range,highest productivity DBH

830 mm (32.7") Felling/cutting diameter, max.
750 mm (29.5") Head opening, max.

620 mm (24.4") Delimbing diameter, tip to tip
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S CLASS

S82

Simple, proven design

A trusty 
companion
in the forest
Regardless of the harvesting 
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S CLASS

Read more about our heads at:  

www.komatsuforest.com

Working range – S class

S82 S92 S132 S172

Felling/cutting dia., max. 580 mm 615/715 mm 710 mm 750 mm
Delimbing diameter, tip to tip, max. 350 mm 373 mm 428 mm 500 mm
Head opening, max. 460 mm 530 mm 625 mm 713 mm
Recommended working range, 
highest productivity DBH

100–350 mm 120–380 mm 140–440 mm 170–500 mm

S92

S132

S132

Tailor to your needs

-
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S82

S82 highlights 

• The two-wheel feed helps feed crooked 

stems

• Constant Cut 

• 

• Smart hose routing protects hoses and 

minimises downtime

• Robust build

• Flex Friction Control 

• Automatic chain tensioning extends saw 

bar and chain service lives

• 

rollers

• Optional four-point measurement 

improves measurement accuracy

• Optional multi-tree handling increases 

production capacity

thinning dense forest stands 

Working range

Dimensions
A. Feed roller opening, max. 460 mm
B. Opening, front knives, max. 517 mm
C. Opening, front right knife/rear knife, max. 532 mm
D. Width, max.  1,185 mm
E. Height to top knife 1,428 mm
F. Height incl. rotator  1,522 mm

NB: Refers only to one of several possible dimensional combinations and the head's 
weight is dependent on any optional equipment.

Optional equipment
Standard and extra equipment are market dependent and vary between 
countries. Your sales representative has an up-to-date list of what is 
included.

Technical data
Weight (dry weight) from 829 kg
Feed speed 0–5 m/s
Feed force, gross: 20.3 kN
Feed rollers, type  Steel
Delimbing knives, max. number 4
Delimbing diameter, tip to tip 350 mm
Saw bar 67 cm
Saw motor 19 cm³/rev.
Felling/cutting diameter, max. 580 mm

Hydraulic pressure, max. 28 MPa
 

F

DE

B
A

C

 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 31 33 35

 50 100 150 200 250 300 350 400 450 500 550 600 650 700 750 800 850 900

inches

mm

Possible working range DBH
Recommended working range, highest productivity DBH

580 mm (22.8") Felling/cutting diameter, max.
460 mm (18.1") Head opening, max.

350 mm (13.8") Delimbing diameter, tip to tip
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S92

S92 highlights 

• The two-wheel feed optimises productivity in all kinds of forests

• New Constant cut saw unit with several productive upgrades

• Four movable delimbing knives. Improved knife design and minimum 

diameter reduced to 65 mm

• Fixed delimbing knife above saw box for initial delimbing

• Pressure controlled rear knife with greater lifting force and better 

stem holding

• Tilt link and rotator have both been upgraded with sturdier design 

for a longer service life

• Smart hose routing protects hoses and minimises downtime

• Flex Friction Control

• Automatic chain tensioning extends saw bar and chain service lives

• 

• New length measuring system with a larger measuring wheel, a more 

robust design and a contactless sensor

• New Multi-tree handling function with a more durable design (option)

 
all-round head

Working range

Dimensions
A. Feed roller opening, max. 530 mm
B. Opening, front knives, max. 535 mm
C. Opening, front right knife/rear knife, max. 573 mm
D. Width, max. 1,382 mm
E. Height to top knife 1,474 mm
F. Height incl. rotator 1,873 mm

NB: Refers only to one of several possible dimensional combinations and the head's 
weight is dependent on any optional equipment.

Optional equipment
Standard and extra equipment are market dependent and vary between 
countries. Your sales representative has an up-to-date list of what is 
included.

Technical data
Weight (dry weight)  from 1018 kg
Feed speed 0–5,5 m/s
Feed force, gross (engine-dependent) 23,4/26,2 kN
Feed rollers, type  Steel
Delimbing knives, max. number 4
Delimbing diameter, tip to tip 373 mm
Saw bar 75/82 cm
Saw motor 19 cm³/rev.
Felling/cutting dia., max. 615/715 mm

Hydraulic pressure, max. 28 MPa
 

F

E D

B
A

C

 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 31 33 35

 50 100 150 200 250 300 350 400 450 500 550 600 650 700 750 800 850 900

Possible working range DBH
Recommended working range,  highest productivity DBH

615/715 mm (24.2/28.1") Max. theoretical cutting diameter
530 mm (20.9") Max. feed roller opening

373 mm (14.7") Max. recommended tree size DBH

inches

mm
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S132

S132 highlights 

• The two-wheel feed optimises productivity in all kinds of forests

• Constant Cut 

• Three hydraulically-operated delimbing knives and one movable top 

knife

• Flex Friction Control

• Large felling link tilt angle reduces loads when working in steep terrain

• 

• Smart hose routing and protected head components minimise 

downtime

• Optional four-point measurement improves measurement accuracy

• Automatic chain tensioning extends saw bar and chain service lives

• 

• Optional multi-tree, colour marking and stump treatment equipment

 

Working range

Dimensions
A.  Feed roller opening, max. 625 mm
B.  Opening, front knives, max. 641 mm
C.  Opening, front right knife/rear knife, max. 690 mm
D.  Width, max. 1,689 mm
E.  Height to top knife 1,696 mm
F.  Height including rotator 2,170 mm

NB: Refers only to one of several possible dimensional combinations and the head's 
weight is dependent on any optional equipment.

Optional equipment
Standard and extra equipment are market dependent and vary between 
countries. Your sales representative has an up-to-date list of what is 
included.

Technical data
Weight (dry weight) from 1,380 kg
Feed speed 0–5 m/s
Feed force, gross (engine-dependent) 21.0/26.1/28.7 kN
Feed rollers, type  Steel
Delimbing knives, max. number 4
Delimbing diameter, tip to tip 428 mm
Saw bar 82.5 cm
Saw motor 19 cm³/rev.
Felling/cutting diameter, max. 710 mm

Hydraulic pressure, max. 28 MPa
 

E

D

B

A

C

F

inches

mm

 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 31 33 35

 50 100 150 200 250 300 350 400 450 500 550 600 650 700 750 800 850 900

Possible working range DBH
Recommended working range, highest productivity DBH

710 mm (28.3") Felling/cutting diameter, max.
625 mm (24.6") Head opening, max.

428 mm (16.8") Delimbing diameter, tip to tip
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S172

S172 highlights

• The two-wheel feed optimises productivity in all kinds of 

forests

• Three hydraulically-operated delimbing knives and one 

movable top knife

• Flex Friction Control 

•

• Smart hose routing and protected head components 

minimise downtime

• Cast feed roller arms for long service life

• Automatic chain tensioning extends saw bar and chain 

service lives

•

• Optional colour marking and stump treatment equipment

• Optional four-point measurement improves measurement 

accuracy

for large-diameter trees

713 mm (28") Head opening, max.

Working range

Dimensions
A. Feed roller opening, max. 713 mm
B. Opening, front knives, max. 757 mm
C. Opening, front right knife/rear knife, max. 772 mm
D. Width, max. 1,937 mm
E. Height to top knife 1,776 mm
F. Height including rotator 2,222 mm

NB: Refers only to one of several possible dimensional combinations and the head's 
weight is dependent on any optional equipment.

Optional equipment
Standard and extra equipment are market dependent and vary between 
countries. Your sales representative has an up-to-date list of what is 
included.

Technical data
Weight (dry weight) from 1,675 kg
Feed speed 0–5 m/s
Feed force, gross 40.2 kN
Feed rollers, type Steel rollers
Delimbing knives, max. number 4
Delimbing diameter, tip to tip 500 mm
Saw bar 90 cm
Saw motor 19 cm³/rev.
Felling/cutting diameter 750 mm

Hydraulic pressure, max. 28 MPa

A
B
C
D

F

E

2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 31 33 35

50 100 150 200 250 300 350 400 450 500 550 600 650 700 750 800 850 900

inches

mm

Possible working range
Recommended working range,highest productivity

500 mm (19.5") Delimbing diameter, tip to tip 

750 mm (30") Felling/cutting diameter, max.
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