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The modern harvester has its origins in models that were 

designed back in the early 1980s. The 901 was launched 

grapple harvester with a specially designed harvester 

stable Komatsu concept, which remains essentially the 

same today.
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The Komatsu 951 is a large and powerful harvester, 

Just like all Komatsu harvesters, it features a 

comfortable work environment with a spacious cab, 

The Komatsu 951XC is a stable and 

powerful machine, developed especially 

for harvesting in steep and challenging 

design and a large work area are just a 
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Your working day 
is what drives us
Tough challenges are part of your working day, whether in 

drives us to develop technical solutions that can help to make 

A crane that makes

its mark

Every Komatsu harvester is 

equipped with a parallel crane that 

makes your job easier and more 

productive; a crane developed 

specially for harvesters with 

movement geometry tailored to 

The proprietary design ensures a 

crane optimised for our harvesters, 

and we have invested a great deal 

as possible, which is good for your 

The Komatsu concept

for relaxed operators

Komatsu developed its harvester 

load-sensing stabilisation, tilt 

cylinders, a low centre of gravity and 

a number of other smart solutions, 

it ensures a stable machine even in 

A stable machine allows you to feel 

safer in your work environment and 

more relaxed while working, which 

in turn helps you to maintain higher 

productivity and feel more energetic 

One important prerequisite for 

productive harvesting is a machine 

Komatsu harvesters have high ground 

clearance, thanks to the ingeniously 

designed portal bogie, Komatsu 

machines to pass any obstacles in 

Moreover, every Komatsu harvester 

directs power to where it is needed while 

951 | 951XC
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concept at:  www.komatsuforest.com

Hydraulic power you can depend on

ensure that you have the capacity to perform several 

operations at the same time with maximum hydraulic 

power – such as slewing the crane, feeding a log and 

The secret lies in our dual-circuit system, which enables 

the hydraulics for the crane and the head to be coupled 

together or operated separately, depending on what 

Every Komatsu machine has a powerful engine that 

combines strength and high torque with low engine 

speeds, making it perfect for forestry work and helping to 

Each engine also has a sturdy build, designed to 
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The cab is spacious with large 

adjust the placement of the screen 

The entire cab, together with 

the crane pillar, can be rotated 360 

With the optional seat column, the 

seat can be rotated 180 degrees for 

to enjoy
The cab of a Komatsu harvester 

is designed with comfort in mind, 

ensuring job satisfaction as well 

about how the ergonomic and 

well-considered design of our 

harvester cabs can ease your 

environment

work environment, leaving you feeling 

The driver's seat is ergonomically 

designed with good back support and 

many adjustment options to suit your 

heater and can also be equipped 

capacity air conditioning unit ensures 

that you have a comfortable indoor 

climate – regardless of the outdoor 

Stay upright in our 

Komatsu harvesters are equipped with 

a levelling function that enables the 

operator to remain upright regardless 

of any lean of the machine caused by 

working day more comfortable, but it 

crane is right next to the cab, it too 

remains in an upright position even 

energy is used to compensate for any 

lean of the machine, allowing the crane 

to remain highly productive in demand-
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Simple service

inspection points can be reached from ground level and without the 

grouped the maintenance and inspection points to make for faster and 

while automatic pressure calibration for the crane and the harvester 

Ergonomic joysticks, keypads 

and pedals

Most of a harvester operator's work is performed 

within the length of their forearm, which is why 

we ensure our joysticks, keypads and pedals are 

between EME joysticks and mini joysticks, you 

can use the many individual settings to adjust the 

harvester uses a convenient electric mini-

steering wheel found on the operator's right-hand 

Komatsu comforts

The cab has an exclusive interior with surfaces 

compartments and smart spaces – including a 

mobile holder can be used to keep your phone 

safe, while Komatsu MediaZone makes it easy to 

connect your phone to listen to an audiobook or 

harvester's storage compartments can be used 

to cool bottles, which is especially useful in hot 
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For forestry today  
as well as tomorrow
As a machine manufacturer, we consider it important to strive to reduce 

our environmental impact, whether within production or in terms of 

but we are working hard to develop the solutions of the future, while 

continually identifying opportunities for improvement, right down to the 

Manufacturing with the environment in mind

spent many years making our manufacturing more environmentally friendly, 

roof is a solar farm comprised of 7,000 solar panels, covering an area of almost 

techniques to reduce energy consumption, while geothermal energy provides 

Low emissions in focus 

When operating a Komatsu harvester, you can rest assured that it complies 

environmental impact of our harvesters as much as possible, we are also 

soft-sealing hydraulic couplings to minimise leakage and biodegradable oil for 

Every litre of diesel saved counts

This encompasses everything from the engine and the hydraulic system 
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Forestry Solutions

Smarter ways of getting 

As an operator, you too have ample 

you along the way, with smart map layers 

providing valuable information about 

ground and weather conditions as well as 

easier for you to plan your driving and to 

choose the best route for reducing both 
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•

EME and mini joysticks

•

lighting, reading lamp on 

• Radio with Bluetooth and 

• Sun shades 

• MediaZone

• Torch

•

•

•

• Cooler

• Touchscreen 12"

• Additional lights

• Automatic central 

• Engine hood guard

• Diesel heater

• Electric engine heater

•

•

Optimise your work 
environment
The harvester is your work environment, so we have developed a 

number of options to make your working day both comfortable and 

Tailor your workplace

The cab of a Komatsu harvester has an ergonomic design with many 

that enables you to tailor your workplace to suit your personal 

951 | 951XC
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Good lighting conditions are important 

good lighting also leaves you feeling more 

machines come equipped with powerful 

working lights as standard, although we 

Smart Crane for harvesters

joystick movement returns the crane from full reach 

response and precision make getting the head exactly 

where you want it a breeze, allowing the operator 

maintain constantly high production throughout the 

day, while still feeling energised at the end of their 

central locking

Optional remote-controlled central locking is 

has a generous range and the lock button locks 

the cab door, the emergency exit, the storage 

has a function that activates the main power 

Keep your feet warm

makes for a more pleasant and evenly heated 

951 | 951XC

Smart crane
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When you choose a Komatsu harvester, you get a powerful 

machine with excellent stability – a machine you can depend on 

options have their advantages, and here we aim to explain the 

A six-wheeled harvester has a lower total weight, which makes 

ground pressure

Our eight-wheeled concept combines a swing axle with a bogie, 

innovative design gives the machine both a lower centre of 

gravity and more ground contact, making it particularly stable 

machine also has lower ground pressure, meaning less impact on 

Six wheels or eight wheels 
– take your pick

951 | 951XC
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Creating value 
together
The forestry industry supplies valuable materials that 

homes and fences, through to packaging for parcels 

and the pages of our kids’ bedtime story books, the 

As a raw material, wood also plays an important role 

in the transition from fossil-based materials to more 

We want to be a partner you can trust when creating 

innovation to manufacturing, is distinguished by our 

create the solutions required to achieve a sustainable 
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S class

and proven design, which can handle the demands 

heads are easy to service and maintain and are best 

heads also have options that make them ideal for 

The right head for 
every assignment
The choice of harvester model always begins with the type of forest in which 

heads, from those with a two- or four-wheel feed to specialist heads for 

E class

We have several highly appreciated stalwarts 

C class

The C class heads are characterised by high produc-

tivity coupled with low energy consumption, the result 

of the unique feed system in which the stem is held 

-

vative solutions that make them popular companions 
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Five innovative reasons 

for choosing a Komatsu head

The Constant Cut saw unit ensures the correct chain speed 

Flex Friction Control ensures that the stem is correctly 

The feed system on the C heads has a unique design in which 

the stem is held by the feed rollers, resulting in low energy 

The Find End option ensures that felled trees are measured 

951 | 951XC
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Weight
Kerb weight 951/951XC, from 22,790 kg / 23,275 kg

Engine 951
6-cylinder diesel engine with turbo and intercooler. 
Conforms to the requirements of EU Stage V 
(Europe), Tier 4F (North America) and Stage II (other 
countries)

Engine type Stage V: 74 LFTN-D5, Tier 4F: 74 LFTN-D4,
Stage II: 74 LFEN-A2 

Engine displacement 7.4 l
Power, max. Stage V and Tier 4F: 214 kW DIN at 1,850 rpm, Stage 

II: 210 kW DIN at 1,850 rpm
Torque Stage V, Tier 4F and Stage II: 1,280 Nm at 1,500 rpm
AdBlue® tank 50 l 
Fuel tank approx. 529 l

Engine 951XC
6-cylinder diesel engine with turbo and intercooler. 
Conforms to the requirements of EU Stage V 
(Europe), Tier 4F (North America) and Stage II (other 
countries)

Engine type Stage V: 74 LFTN-D5, Tier 4F: 74 LFTN-D4,
Stage II: 74 LFEN-A2 

Engine displacement 7.4 l
Power, max. Stage V and Tier 4F: 214 kW DIN at 1,850 rpm, Stage 

II: 210 kW DIN at 1,850 rpm
Torque Stage V, Tier 4F and Stage II: 1,280 Nm at 1,500 rpm
AdBlue® tank 42 l 
Fuel tank approx. 466 l

A B

C
D

E

F A B

C
D

E

F

Dimensions (with 710 mm tyres) 951 951XC
A Width 3,060 mm 2,980 mm
B Length, total 8,285 mm 8,015 mm 
C Length, front axle to articulated joint 2,300 mm 1,930 mm
D Length, articulated joint to rear axle 1,850 mm 2,150 mm
E Transport height 3,985*/3,945** mm 3,980*/3,940** mm
F Ground clearance 665 mm 708 mm

NB: Stated dimensions are nominal and may vary depending on production tolerances and optional equipment.
* Dimension up to roof, upright cab (with tyre compression)
** Dimension cab tilted back with tilted light bar (with tyre compression)

951 | 951XC
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Power transmission/transmission
Hydrostatic-mechanical, controlled via MaxiXT. 
Transfer gearbox with two positions. Disengageable 
front-wheel drive.

control.
Driving speed 951/951XC  0–approx. 24 km/h / 0–21 km/h
Tractive force 951/951XC 222 kN / 242 kN

Hydraulic system
Dual-circuit load-sensing system with variable 
piston pumps.

Flow 528 l/min at 1,600 rpm
System pressure 280 bar
Hydraulic oil tank approx. 250 l

for hydrostat and working hydraulics. Hydraulic oil 
level alarm. 

Frame/Axles
Front axle Geared bogie of "hi clearance" type with portal gears 

housed in the rims. 

Wheels 951 front: 710–780/28.5"  951 rear: 710/34"
951XC front/rear: 710–800/26.5"

Brake system
Fully hydraulic multi-disc brakes. Brake pressure 
accumulators charged via automatic hydraulic 
accumulator charging valve.

Driving brake Four multi-disc brakes in oil bath acting on front and 
rear axles.

Working brake Same as driving brake. Automatically engaged when 
working.

Parking brake Spring-action brake with electro-hydraulic control. 
Emergency brake.

Braking performance  Conforms to ISO 11169 and VVFS 2003:27.

Crane
270H

Lifting torque, gross 275 kNm
Slewing torque, gross 60 kNm
Head C124/S132/C144/S172/C164/S162E/ C202/C202E

Steering
Hydraulic articulated steering with two dual-acting 
hydraulic cylinders.

Joystick steering  Load-sensing (LS) proportional steering from crane 
controls/rocker switch.

Electric steering  Finger-controlled mini steering wheel on right-hand 
panel.

Steering angle 951/951XC 40° / 38.5°
Examples of other equipment   Electrical limit damping.

951 | 951XC
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Electrical system
Voltage 24 V
Battery capacity 2 x 180 Ah
Alternator 2 x 100 A

Lighting
Working lights  13 lights on cab, 2 lights on crane, 3 lights on crane 

base, all halogen, and 2 lights on engine hood grille, 
LED

Service lighting LED lights in service compartments
Examples of other equipment  Working lights (LED). 9 lights on cab, 2 lights on 

crane, 3 lights on crane base and 2 lights on engine 
hood grille. Variations of extra working lights (LED). 
2 roof-mounted lights on cab (halogen)

Ergonomics
  Levelling for good posture. Cab coupled to swing 

axle. Crane and cab on horizontal, rotating platform. 
Hydraulic stabilisation when manoeuvring. 

Horizontal levelling Longitudinal 22°/20° and lateral 16°

Examples of other equipment  Autolev – fully automatic cab and crane levelling. 
Crane damping. Cab suspension. Slewing damping.

951 | 951XC

Heads

Komatsu C124 Komatsu S132 Komatsu C144 Komatsu S172 Komatsu C164 Komatsu S162E
Weight, from: 1,210 kg 1,380 kg 1,407 kg 1,675 kg 1,673 kg 1,735 kg
Felling/cutting diameter: 650 mm 710 mm 750 mm 750 mm 830 mm 615 mm
Feed speed: 0–5 m/s 0–5 m/s 0–5/0–6.5 m/s** 0–5 m/s 0–5 m/s 0–5.9 m/s
Feed force, gross: 23.7/28.3 kN** 21.0/26.1/28.7 kN** 23.8/29.6 kN** 40.2 kN 29.6/35.4 kN** 20.8 kN
Front knives, max. opening: 625 mm 641 mm 650 mm 757 mm 750 mm 632 mm
Feed rollers, max. opening: 670 mm 625 mm 750 mm 713 mm 850 mm 563 mm
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Cab
  Tested in accordance with ISO standard. Levelling. 

Thermal and acoustic insulation.
Seat   Several alternative seat options. Ergonomic design 

with headrest, armrests, hand controllers and 

options are available for individual adjustment of 
the seat cushion, backrest and lumbar support. Also 
available as a rotating seat. 

Windows   Polycarbonate windows throughout.
Heating/ventilation  Combined heating and cooling unit or climate 

Noise level  As per ISO standard
Vibrations  As per ISO standard
Other  Manual tilt. Windscreen wipers and washers on 

windscreen.
Examples of other equipment  Swivel seat, smart radio/DAB radio, MediaZone, 

electrically controlled platform under cab

MaxiXT control and information system
•  Fully integrated machine control system, CAN-based with head, crane, engine 

and transmission intelligence for optimum performance and fuel consumption. 
Eco-driving function.

control, anti-slip function, bar rescue, automatic tilt at tree end, diameter-
dependent clamping pressure and more.

•  Value-optimised or length-optimised bucking with high timber value 
optimisation.

•  Easy-to-use operator interface. High-performance PC with Windows operating 
system, SSD hard drive, touchscreen selection and data backup function. 
Antivirus software.

•  Comfort Controls. Ergonomic joysticks of various types with extensive 
functionality.

Examples of other equipment

SBF 127.

•  Diesel heater 9.1 kW incl. timer and hydraulic oil heater.
•  Stump treatment equipment.
•  Biodegradable hydraulic oil.
•  Service ladders.
•  Toolbox with tools.
•  Tracks, chains.

Directive).
•  Platform at side of cab and ladder on left side of rear frame as standard (in EEA 

countries in compliance with applicable EU Directive).
•  Central lubrication.

Notes

or optional. Standard and extra equipment vary between countries. Your dealer 
has an up-to-date list of what is included. Weights are based on the equipment 

alteration without prior notice.

951 | 951XC

Komatsu C202E Komatsu C202
2,010 kg 2,060 kg
650 mm 700 mm
0–6 m/s 0–4/4.5 m/s
26.6/35.5 kN** 36.3/39.6 kN**
675 mm 670 mm
650 mm 650 mm

*depends on saw bar    **depends on engine
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